Note: This detail was developed to meet the requirements of a specific set of design
parameters in a cold/wet climate. Variables such as insulation levels, regional building

requirements and contractor preferences may render this detail not applicable to all
conditions or situations.

CAULK BOX SEAMS AT HEAD

TO JAMB AND JAMB TO SILL
JOINTS TYP. PRIOR TO
WINDOW INSTALLATION

WOOD TRIM, OR

GWB RETURNS |/
CUT POLY AIR BARRIER TO —
R.0., THEN SEAL IT TO
FACE OF WALL FRAMING
W/ ACOUSTICAL SEALANT,

THEN TAPE SEAM INTO BOX |/
TYP. AT ALL SIDES

GWB SHIMMED AS RQD.
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PLASTIC J-BEAD OR WDW
MFR'S GWB CHANNEL
OR WOOD TRIM

SN

CAULK (AND BACKER ROD

IF REQUIRED)

Double stud window head with rain screen siding

SIDING OVER FURRING

HEADER AS RQD. AT EXTERIOR
FRAMED WALL ONLY

HEAD FLASHING OVER TRIM,
IF ANY

TRIM, IF ANY

CORRUGATED PLASTIC
INSECT BARRIER

| _——— LAP HOUSEWRAP OVER TOP

NAILING FIN AND SEAL TO
FIN WITH SEALANT AND/OR
APPROVED TAPE

NO CAULK AT HEAD TRIM

INSTALL AND SHIM WINDOW
UNIT WITH A MINIMUM 1/2"
GAP AT ALL SIDES TO ALLOW
FOR FOAM SEALANT.
CAULKING FINS TO WALL IS
OPTIONAL.
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